CERTIFICATE

of Conformity

Registration No.: AK 50615408 0001
Report No.: CN21HZDA 005
Holder: TommaTech GmbH

Angerlweg 14

c/o Kuhlmann, Tomma,
85748 Garching b.Miinchen
Germany

Product: PV-Inverter
(Grid Tied Inverter With Storage System)

Type designation listed on the next page

The certificate of conformity refers to the above-mentioned product. This is to certify that
the specimen is in conformity with the assessment requirement mentioned on the next
page. This certificate does not imply assessment of the production of the product and does
not permit the use of a TUV Rheinland mark of conformity.
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CERTIFICATE

Registration No.:

Product:

Tested according to:

Identification:

of Conformity

AK 50615408 0001

PV-Inverter
(Grid Tied Inverter With Storage System)

XP C15-712-3:2019

DIN VDE V 0126-1-1/08.13
VFR 2019
Enedis-NOI-RES_13E

Type Designation
Uno-Hybrid xK (x=3.0, 3.7, 5.0, 6.0, 7.5)

Serial Number : H4752DJBGO1
Firmware Version : DSP1 2.07, DSP2 2.01, ARM:2.03
Remark(s) : Refer to report CN21HZDA 005

for details.
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A TUVRheinland®

Annexe de Certificat de conformité

Piéce jointe a
Attachment to

No d’enregistrement:

Registration No.

No de proces-verbal:

Report No.

Titulaire de la
licence:
License Holder

Type de production:
Type of product

Modéle:
Model

Version de
micrologiciel:
Firmware version

Norme:
Standard

Date d’émission:
Date of issue

AK 50615408 0001

CN21HZDA 005

TommaTech GmbH
Angerlweg 14, c/o Kuhlmann, Tomma, 85748 Garching b.Miunchen
Germany

Onduleur connecté au réseau avec systeme de stockage

Uno-Hybrid xK (x=3.0, 3.7, 5.0, 6.0, 7.5)

DSP1: 2.07, DSP2: 2.01, ARM: 2.03

XP C15-712-3:2019

DIN VDE V 0126-1-1/08.13
VFR 2019
Enedis-NOI-RES_13E

25.01.2024
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